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6 DCS CONTROL 

The DCS can be controlled via three major methods: 

    1) Web Interface from a standard Web browser. 
    2) DCS ASCII Interface API from either: 
 a) The RS-232 Control Port labeled Serial2 (ttyS7). 
 b) TCP/IP port 17567 (the default port can be changed). 
    3) Network Management Software using SNMP (Simple Network Management 

Protocol) using MIB's provided by Logical Solutions. 

The Web Interface can manage more than one DCS chassis. This allows for a single 
access point to control a set of DCS chassisô and allow for group switching.  The other 
two methods can only control the chassis that receives the commands directed to it. 

6.1 Web Interface  

6.1.1 Definitions  

6.1.1.1 Chassis  

A single DCS unit. Currently there are three types of DCS: 
1) Video 
2) KMASS or Data 
3) StudioPro 

6.1.1.2 Port  

A port is an input or output connection on a DCS. A port may consist of 1 or 2 
fibers, depending on the type of I/O card. 

6.1.1.3 Group  

A group is a collection of either input or output ports on 1 or more chassis. Once 
assembled, the group is treated as a single entity for making or breaking 
connections. For example, a group might contain 4 video inputs from chassis A, 
2 video inputs from chassis B, and 4 data inputs from chassis C. 

6.1.1.4 Salvo  

The term salvo is used to define a connection status for all  DCS chassis that are 
currently defined by the Web interface. When a salvo is created, the status of 
each DCS is memorized. When played back, each DCS is returned to that exact 
set of connections. Another term for salvo is scenario. This feature provides a 
quick means to restore the system to a known configuration. 

6.1.2 Connecting via a browser  

Using a web browser, connect to the DCS by typing in its IP address or name. For 
example:  http://DCSname. 

http://dcsname/
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6.1.2.1 Login screen  

Before you can access the DCS control screens, the user must first login. A login page 
is presented, and a user name and password must be entered. The default user name 
is user  and the default password is user . 

 

 

Figure 1: Login Screen  

 



Preliminary Page 3 
 

 

6.1.3 Initial Screen  

The first time the DCS is accessed, it has no chassis or ports defined. (Figure 2) Your 
first step should be to add chassis information.

 
Figure 2: Initial (empty) screen  


